
Features
• Brass construction
• Leak-free ceramic disc valves
• Three hole installation
• KOHLER finishes resist corrosion and tarnishing.
• Lever handles
• Spout reach 135 mm
• Includes drain

Codes/Standards
EN 200-2008
GB 18145-2014

Available Colors/Finishes
Color tiles intended for reference only.

DescriptionCodeColor

CP

Kohler Co. reserves the right to make revisions without notice to product specifications.
Please contact your local Kohler representative for information such as countries where
this product is available; warranty information; service parts information.
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Cold

Ø 54 mm
(2-1/8")

108 mm
(4-1/4")

98 mm
(3-7/8")

Pop-Up Drain

32 mm
1-1/4" OD

97 mm
(3-13/16")

46 mm
(1-13/16")

G1/2
Inlet Connections

75 mm
(2-15/16")

135 mm (5-5/16")

200 mm (7-7/8") Min
751 mm (29-9/16") Max

46 mm
(1-13/16")
MaxØ 32 mm

(1-1/4") Min

116 mm
(4-9/16")

65 mm
(2-9/16")

Ø 30 mm
(1-3/16")
Min

51 mm
(2")

138 mm
(5-7/16")

NotesTechnical Information
Install this product according to the installation
instructions.

All product dimensions are nominal.

Faucet:
2.37 gal/min (9 l/min)Flow rate:

Kohler Co. reserves the right to make revisions without notice to product specifications.
Please contact your local Kohler representative for information such as countries where
this product is available; warranty information; service parts information.
11-27-2019 15:27 K-37331T-4_spec_GPS - GS

Strayt™

Widespread Lavatory Faucet
K-37331T-4


